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Who is Parker IPS?

Parker IPS — Industrial Profile Systems offers a cotagiee of structural aluminum and linear motion
products that can be used to create innovative solutiomsgohine building, safety guarding,
workstations and any number of applications.

Why IPS?

Regional Sales and Technical Experts
o On-site measuring, sketching, and system development advice
0 Help develop complex systems
o0 Integrate IPS system with existing products and structures
o Provide complete “Parker Solution”

Regional Applications and Design Engineers
o Extensive knowledge of aluminum profile capabilities intiple industries
o Capable of working from either sketch or full drawings
0 Source special components to meet customer needs

Regional Fabrication and Assembly

0 High precision machining capabilities
IPS manufactures many of our own components and solutions
Supply kits, partial assemblies or complete assembsesquested
Integrate Parker and non-Parker components
Local stocking
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Strength is on our side!
o Our profiles are:
Designed for maximum strength and rigidity
Designed with high-strength aluminum alloys
o Strength is determined by moment of inertia (I)
Moment of Inertia (I) = Strength
Strength = Rigidity & Load Capability

Broadest Range of Structural Profiles
o Both Metric and Inch product lines
0 2°taperin T slot of structural aluminum acts as a-4milock washer
o0 Universal and Standard Fasteners offer very high loaglicgrcapacities
o No grooves — perfect solution for Pharmaceutical, Méd&amiconductor, Electronic,
Food and Packaging applications
Belt driven extrusion-based actuators
Linear bearings
o Full line of conduit profiles for hose and wiring racewa

o O

Online 3D CAD
o All product drawings can be downloaded in any CAD format



« Automation, Inc. facility is 36,500 sq feet

IPS Design Center is 10,000 sq feet

Large inventory




From the initial design requirement analysis and CAD
design and drawings




Removable side (Nickel plated)
panels, sliding doors in door track

Removable side (Nickel plated)
panels, sliding doors in door track,
louvered vents machined in panel

Removable black TRESPA panels



Removable black ABS panels

Smoked polycarbonate panels
with swing doors

Closed profile extrusion with black
ABS panels



Rolling cart, features mitered cuts
used to carry specific sized parts

80 x 80 rolling cart, features

heavy-duty locking casters used

to haul heavy parts across mfg
floor

QC conveyor stand featuring fans
to cool down parts along assembly
line



Camera inspection fixture features
black anodized aluminum parts

80 x 80 extrusion used as a fixture for a press



$ %

Guard featuring door with clear
polycarbonate panels

Guard featuring clear
polycarbonate panels and
aluminum powder coated

removable panels

Guard featuring hinged doors with
clear polycarb panels



$ %!

Guard featuring slide bi-fold doors

Guard featuring wire mesh & polycarb with access door.

Guard featuring closed profile extrusion, nickel plated
panels and louvers



Linear system featuring gussets
and NSK rails with magnetic stops

QC conveyor featuring 40 x 120
extrusions with leveling feet

Features 4-Cylinder Lift System which
consists of four fluid-drive cylinders
connected by flexible tubing to a manual

pump



Linear 14 System featuring a torque tube
which allows both sides to move together

Linear system using Parker Origa rails
with rodless cylinders to pneumatically
move guarding up and down

Linear 14 system used to lift items manually



WORKSTATIONS

80 x 160 extrusion used as a platform
featuring angled gussets

Workstation featuring drawer
slides and HDPE table tops

Workstation featuring white
powder coat aluminum panels
with hinged doors



WORKSTATIONS (cont.)

Workstation featuring leveling
casters and black TRESPA panels

Workstation with a manual
hydraulic lift system

Specialized workstation with lift system



BUILDING

Wallls are setup in sections for easy
delivery and installation

Building is 22’ wide x 24’ long x 14’ tall



The roof is separated in three sections for
easier installation and delivery. Gussets
are installed for support after the roof
sections are in place.

Two large sliding doors for products in
and out along with a 3’ x 7’ sliding door
for personnel access



